
ROUND 
LED DOWNLIGHT  
For plasterboard ceilings 
LL-DWN-015WAN
LL-DWN-018WAN
LL-DWN-024WAN

·	 LED lights LEDline with high efficiency  
LED chips - 100Lm / 1W

·	 IP44 dust and water cover (made for exterior use)

·	 Made of die cast aluminium with  
a dust colored finish

·	 High quality MeanWell driver included in the price.

·	 Round and square versions available, 15W, 18W 
and 24W – up to 2400Lm

·	 Soft light color 4000K – easy on the eyes,  
suitable for office work.

TECHNICAL PARAMETERS

Consuption:	 15 W *, 18 W **, 24 W ***
Beam angle: 	 105 °
Diameter:	 150 mm *, 170 mm **, 210 mm ***
Depth:	 53 mm 
Mounting hole:	 140 mm *, 160 mm **, 190 mm ***
IP cover: 	 IP44

Power supply: 	 AC ~ 100 – 277 V
Light output:	 1500 Lm *, 1800 Lm **, 2400 Lm ***
Light color: 	 Neutral white – 4000 K
Power factor: 	 > 0,5
CRI: 	 > 80

* LL-DWN-015WAN, ** LL-DWN-018WAN, *** LL-DWN-024WAN

TECHNICAL PARAMETERS

Consuption:	 15 W *, 18 W **, 24 W ***
Beam angle: 	 105 °
Size:	 150 x 150 mm *, 170 x 170 mm **, 
	 210 x 210 mm ***
Depth:	 53 mm 
Mounting hole:	 140 x 140 mm *, 160 x 160 mm **, 
	 190 x 190 mm ***

IP cover: 	 IP44
Power supply: 	 AC ~ 100 – 277 V
Light output:	 1500 Lm *, 1800 Lm **, 2400 Lm ***
Light color: 	 Neutrálna biela – 4000 K
Power factor: 	 > 0,5
CRI: 	 > 80

SQUARE 
LED DOWNLIGHT  
For plasterboard ceilings 
 
LL-DWN-015WSN
LL-DWN-018WSN
LL-DWN-024WSN

* LL-DWN-015WSN, ** LL-DWN-018WSN, *** LL-DWN-024WSN


